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Straight hose gate valve

Straight hose gate valve is usually used on dry standpipe system as fire hose outlet connection, fire pump test connection
or roof manifold control unit. It is straightway pattern with non-rising stem and solid wedge disc.

- Certificate: UL Listed / FM Approved
- Standard: ANSI /UL 668
- Feature: Straightway, NPT inlet

- W. pressure: 300 psi
- Surface: Rough / polished / chrome plated
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Main parts and material

Body / bonnet Cast brass Disc Cast brass, with tapered seats

Handwheel Ductile iron, red Cap Brass / plastic, pin lug / plug, with chain

Available size

Size Pattern Inlet Outlet prevsv:;lr((ien(%si) Ref. No.
2-1/2" x 2-1/2" Straightway 2-1/2" NPT, F 2-1/2"NH, M 300 F2101
3" x2-1/2" Straightway 3" NPT, F 2-1/2"NH, M 300 F2102
2-1/2" x 2-1/2" Straightway 2-1/2" NPT, F BS336, F 300 F2103
3"x2-1/2" Straightway 3" NPT, F BS336, F 300 F2104
2-1/2" x 2-1/2" Straightway 2-1/2" NPT, F Storz 65 300 F2105
3" x2-1/2" Straightway 3" NPT, F Storz 65 300 F2106
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