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V23

Wafer double door check valve (Split-clapper)

UL Listed / FM Approved

EN 1074-3

Wafer, flanged as EN 1092-2

Vertical, horizontal

0°C to 80°C

PN 16

FBE coating as AWWA C550

· Certificate: 

Standard:· 

Connection: · 

Installation:· 

Temperature:· 

W. pressure:· 

Surface: · 

Size

2"

2-1/2"

3"

4"

5"

6"

8"

10"

12"

14"

16"

Inch DN mm

50

65

80

100

125

150

200

250

300

350

400

60.3

76.1

88.9

114.3

139.7

165.1

219.1

273.0

323.9

355.6 

406.4 

Dimension (mm)
Ref. No.

L

54

60

57

67

83

95

127

140

181

184

191

106

127

134

162

194

218

277

336

406

447

505

V2301

V2302

V2303

V2304

V2305

V2306

V2307

V2308

V2309

V2310

V2311

D

PN 16

PN 16

PN 16

PN 16

PN 16

PN 16

PN 16

PN 16

PN 16

PN 16

PN 16

Body

Stem

Disc

Spring

Ductile iron as EN 1563, EN-GJS-450-10  

SS420 / SS304 / SS316 

SS316 with EPDM 

SS304 

Main parts and material

Working
pressure

Available size


